
KAPPA 7 / KAPPA 15 / KAPPA 18

UDOR USA Diaphragm Pumps & Accessories - D223A18

		  KAPPA 7 12-Volt	
		  KAPPA 15 12-Volt	 KAPPA 15 12-Volt HP
	 KAPPA 7 115-Volt	 KAPPA 18 12-Volt	 KAPPA 18 12-Volt HP

UD1-16
1” HI-Flow Filter
16 Mesh Screen

UD1/4-150
Control Unit

Regulator

15.5823
Udor Lube

Premium Pump Oil

Specifications KAPPA 7 KAPPA 15 KAPPA 18
Inlet Port 3/4” Hose Barb
Outlet Ports 3/8” Hose Barb
Bypass 5/8” Hose Barb
Dimensions - Pump Only 7”L x 7.5”W x 6.5”H
Diaphragm Material GREENTECH (Std) Buna-N (Opt)
Lubrication:  Requires 4 oz. of Udor Lube 40W Premium Pump Oil.
Alternate Oil:  30W non-detergent or 15W-40 non-detergent oil. 

QUICK REFERENCE SERVICE PARTS

Description Part #
Diaphragm Kit (GREENTECH) 8700.27
Diaphragm Bolt & Washer Kit 6062.04
Valve Kit 6062.02
Regulator Repair Kit 6062.A9
Complete Repair Kit 8700.27CK

Model GPM l/min PSI bar Amps Drive Configuration Weight

KAPPA 7 115 Volt 2.0 7.6 200 15.0 10 115-Volt TEFC Motor with On/Off 25 LBS

KAPPA 7 12 Volt 2.0 7.6 200 15.0 25 12-Volt DC Electric Motor 22 LBS

KAPPA 15 12 Volt 3.5 13.3 90 6.0 25 12-Volt DC Electric Motor 22 LBS

KAPPA 15 12 Volt HP 3.5 13.3 200 15.0 35 HD 12-Volt DC Electric Motor 35 LBS

KAPPA 18 12 Volt 4.2 16.0 70 5.0 28 12-Volt DC Electric Motor 22 LBS

KAPPA 18 12 Volt HP 4.2 16.0 150 10.0 35 HD 12-Volt DC Electric Motor 35 LBS

0908.42 - - - - - Replacement Motor for KAPPA-7,15,18/12-Volt

0908.50 - - - - - Replacement Motor for KAPPA-15,18/12-Volt-HP
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