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Solid Shaft Models

24mm Keyed Solid Shaft
1750 RPM

= Solid Ceramic Plungers
= Stainless Steel Check Valves
= Heavy Duty Brass Manifold with External
and Internal Bracing
= High Strength Aluminum Alloy Connecting Rods.
= Large Diameter Brass Valve Caps with
Increased Thread Depth
= Reinforcing Ring on Inlet and Discharge Ports
= Deeper Back Cover for Increased Oil Capacity
= 34.5 oz. Capacity Vented Oil Bath Crank Case
= 3/4" BSP-F Inlet. 3/8" BSP-F Outlet: 5.5 - 8.5 GPM
= 3/4" BSP-F Inlet. 1/2" BSP-F Outlet: 9.0 GPM & Above
= Max Fluid Temp, 160°F

CD Series 24mm Keyed Solid Shaft Plunger Pumps

CD Series standard duty plunger pumps include a wide range of models with
flow rates from 5.5 to 18.5 GPM and pressures up to 2900 PSI.

Other drive options include gas engine gear reduction and hydraulic motor

flange.

Applications include general pressure cleaning, sewer jetting, vehicle wash
equipment, street cleaning, construction, hydro-excavation and UHP fire

fighting applications.
Flow Pressure Plunger Crankshaft
Model GPM I/min  PSI bar Dia. Stroke Code  Power  Seal Kit Valve Kit W,
CD 5.5/30 S 55 208 2900 200 22mm  11.0mm P 10.7 EBHP 606110 606103 36 Ibs
CD70/30S 70 265 2900 200 22mm  13.5mm N 13.6 EBHP 606110 606103 36 Ibs
CD75/30S 74 280 2900 200 22mm  15.0mm V 14.4 EBHP 606110 606103 36 Ibs
1750 CD 8.5/30 S 85 322 2900 200 22mm  170mm X 16.5 EBHP 606110 606103 36 Ibs
RPM CD9.5/30S 95 360 2900 200 22mm 190mm Y  185EBHP 606110 606103 36 Ibs
CD 11.0/25 S 10 415 2465 170 25mm  170mm X  181EBHP 606111 606103 36 Ibs
CD12.0/22S 120 455 2175 150  25mm  190mm Y  17Z5EBHP 606111 606103 36 Ibs
CD18.5/22 S 18.5 700 2175 150 30mm  19.0mm Y 269 EBHP 6072.02 6072.26 36 Ibs
NOTE: All pump models available with left-hand drive option. Add 'L’ to model number when ordering (ex. CD 5.5/30 SL)
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MAX FLOW 7.0 GPM / 26.5 L/MIN
MAX PRESSURE 2900 PSI / 200 BAR
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Part # Description Qty Part # Description (0147

000738  OIL SEAL D30 140333  WASHER D13.4%

000781  OIL SEAL D20 141102  SERATED WASHER D8

001467  PLUNGER GUIDE D22/25/28 "C/CK" 141103  SERATED WAHSER D10

002323  RING D10.4% 150214  PIN D14X32

002329  UPPER RING D20 “M/MK" 0€ 151209  PLUG D5X20 UNI1707

002829  MALE SHAFT D24 153403  SHIM 01 MM

010212  PLUNGER BOLT ® 1563404  SHIM 0.2 MM

020888  OIL SIGHT GLASS 153413 SHIM 0.05 MM

0208C3 BACK COVER “C/CK" 1603.64 PLUG G3/8

0208C4 COVER “C/CK" 160374  PLUG G3/4

0209.D05 CRANKCASE “C/CK/CH” 1603.84  VALVE PLUG PISTON D22/25¢
024810  ROLLER BEARING D30 1603.88  OIL PLUG G3/4" + GASKET

030141  SLINGER RING® 160457  HEAD “C/G" PISTON D22/25E
0501.C7  BEARING HOLLOW FLANGE 162505  OIL PLUG G3/8

060275 BACK COVER GASKET 180452  HEX BOLT M6X45

060509 GASKET D17 180482  HEX BOLT M8X22

060542 GASKET D27 1805.23  ALLEN BOLT M8X40

060543 GASKET D17 180532  ALLEN BOLT M10X75

063528 HIGH PRESSURE SEAL KIT D22¢¢ 600041  ROD ASSEMBLY

080117  KEY A8X7X35 6006.27  VALVE ASSEMBLY W/O O-RINGAE
10117  O-RING - VALVE PLUGE 6030.31 LOW PRESSURE SEAL ASSY D22¢
10164  O-RING - VALVEAE 605889 COMPLETE MANIFOLD ASSEMBLY
10166  O-RING - OIL SIGHT GLASS 606103  KIT3 VALVEKIT

10173 O-RING - BEARING FLANGE 606106  KIT6 PLUNGER KIT

101.A8  O-RING - PLUNGER BOLT® 606110  KIT10 WATER SEAL KIT D22 “C/CK"
101A9  O-RING - PRESSURE RINGCP® 606117  KIT 17 BRASS RING KIT D22 “C/CK/NX"
120532  CERAMIC PLUNGER D22 Parts in 606103 (Kit 3).

121201 RETAINER - OIL SIGHT GLASS Parts in 606106 (Kit 6).

122113 PRESSURE RING D22°¢ Parts in 606110 (Kit 10).

Parts in 606117 (Kit 17).
1403.05 WASHER D8.4 Parts in 6058.89 (Complete Manifold Assembly)
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toor?  wmm (; SERIES DIMENSIONS

WEIGHT 36 LBS
LUBRICATION 34.5 0Z UDOR LUBE

Dimensional Drawings are
Shown in Millimeters.
To Convert to Inches,
Multiply Dimension x 0.03937

C SERIES PUMPS BELOW 9 GPM
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TORQUE SPECS

Ref. Description Ft./Ib. Nm Loctite’
1 Head Bolts 37 50 -
2 Valve Caps 103 140 243
3 Inlet Cap 103 140 -
4 Outlet Cap 103 140 243
5 Bearing Flange Bolts 19 25 -
6 Rear Cover Bolts 8 1 -
7 Connecting Rod Bolts 19 25 270
8 Plunger Bolts 15 20 270
9 Valve Cover Bolts - - -
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Oil Drain Plug 8 11 -



