
UDOR USA High Pressure Plunger Pumps & Accessories - P223A 33

HXR Series

HXR Series Plunger Pumps
50 mm Male Shaft

Model GPM l/min PSI bar Power Requirements Weight

1500
RPM

HXR1-C 135/300 R 32.9 124.5 4350 300 98.5 EBHP 411.5 lbs

HXR1-C 160/240 R 42.9 162.5 3480 240 100 EBHP 411.5 lbs

HXR1-C 210/200 R 54.4 206.0 3000 200 105.7 EBHP 411.5 lbs

HXR1-C 270/160 R 68.7 260.0 2320 160 106.8 EBHP 411.5 lbs

HXR1-C 310/130 R 85.4 323.3 1885 130 104.5 EBHP 411.5 lbs

HXR1-C 400/100 R 104.4 395.1 1450 100 97.5 EBHP 411.5 lbs

1800
RPM

HXR1-D 135/300 R 32.9 124.5 4350 300 98.5 EBHP 411.5 lbs

HXR1-D 160/240 R 42.9 162.5 3480 240 100 EBHP 411.5 lbs

HXR1-D 210/200 R 54.4 206.0 3000 200 105.7 EBHP 411.5 lbs

HXR1-D 270/160 R 68.7 260.0 2320 160 106.8 EBHP 411.5 lbs

HXR1-D 310/130 R 85.4 323.3 1885 130 104.5 EBHP 411.5 lbs

HXR1-D 400/100 R 104.4 395.1 1450 100 97.5 EBHP 411.5 lbs

2200
RPM

HXR1-M 135/300 R 32.9 124.5 4350 300 98.5 EBHP 411.5 lbs

HXR1-M 160/240 R 42.9 162.5 3480 240 100 EBHP 411.5 lbs

HXR1-M 210/200 R 54.4 206.0 2900 200 105.7 EBHP 411.5 lbs

HXR1-M 270/160 R 68.7 260.0 2320 160 106.8 EBHP 411.5 lbs

HXR1-M 310/130 R 85.4 323.3 1885 130 104.5 EBHP 411.5 lbs

HXR1-M 400/100 R 104.4 395.1 1450 100 97.5 EBHP 411.5 lbs

Dimensional Drawings are
Shown in Millimeters.
To Convert to Inches, 

Multiply Dimension x 0.03937 

Dimensional Drawings

HX HXR

Depending on specific needs, the 
Gearbox can be mounted in four 
different positions P1,P2,P3,P4 as 
shown in the picture at left.

• Anodized Aluminum Crank Case
• Nickel-Plated Manifold
• Stainless Steel Check Valves
• Heavy Duty Bronze Connecting Rods
• Heavy Duty Roller Bearings
• 2-1/2” BSP-F Inlet.  1-1/4”BSP-F Outlet
• Max Fluid Temp, 160°F

Scan this QR Code
for more information


