toor: mm STANDARD NOZZLE CHART

Nozste Onfice Nozzle Flow (GPM) at Various Pressures (PSI)

(Size)* Diam.

500 | 600 | 700 | 800 1000 | 1200 | 1500 2000 | 2500 | 3000 3500  4000| 5000
20 034 .50 7 g7 80 89 100 110 120 140 160 170 190 200 223
25 039 63 88 97 105 12 125 137 153 177 198 217 234 250 280
3.0 043 .75 105 119 125 134 150 160 185 210 235 260 285 300 | 335
3.5 048 87 123 140 147 156 175 190 217 245 273 3.05 3.32 3.50 390
4.0 052 100 140 160 170 180 200 | 220 250 | 280 310 350 | 380 | 400 | 450
4.5 055 110 150 170 190 200 220 240 | 280 300 | 360 390 | 430 | 450 503
50 057 130 180 190 210 220 250 | 280 310 380 | 400 | 440 | 470 5,00 560
55 060 | 140 190 210 230 | 250 | 280 | 300 | 340 390 | 440 | 480 520 550 | 6.20
6.0 062 | 150 210 230 | 250 2.70 300 | 320 3.70 420 | 4.80 5.20 560 | 6,00 | 6.70
6.5 064 | 170 230 250 2.70 290 3.30 360 | 400 | 460 5.20 5.70 6.00 | 6.50 730
70 067 180 2,50 2.70 290 310 350 | 380 | 430 | 500 | 560 6.10 6.60 700 780
75 070 190 270 290 320 | 340 | 380 410 4.60 530 | 6,00 | 6.50 700 750 8.40
8.0 072 200 | 280 310 340 | 360 | 400 | 440 | 500 | 560 | 6.20 700 750 800 | 890
85 074 220 300 | 330 | 360 | 380 | 430 | 460 | 530 | 600 | 670 740 800 | 850 950
9.0 076 230 3.20 350 | 380 | 400 | 450 | 500 | 550 | 6.40 710 780 850 | 900 | 1010
95 078 240 340 | 370 400 | 430 | 480 | 520 580 | 6.80 760 8.30 900 950 | 10.60

10.0 080 | 250 3.50 390 | 420 | 450 | 500 | 540 6.10 700 800 | 870 940 |10.00 | 120

120 087 300 | 420 | 460 | 500 | 540 | 600 | 6.40 730 8.40 950 |1040 | Mm20 | 1200 |13.40

15.0 094 380 | 530 580 | 640 | 6.80 750 820 920 | 1060 | 1200 | 1290 |14.00 | 1500 |16.80

20.0 109 500 710 780 8.40 900 |10.00 |1080 |1220 |1420 |16.00 | 17Z40 |1880 |20.00 | 2240

300 N 750 |1060 | M60 | 1280 |1360 | 1500 |1640 |1840 | 2120 |24.00 | 26.00 | 2800 |30.00 | 33.50

* The standard used for nozzle size is the “nozzle number”. This is equivalent to the nozzle capacity in GPM at 4000 PSI.
Spray angle does not affect nozzle flow.

« To calculate nozzle number if psi and nozzle gpm are known.
= 4000
Nozzle number = gpm x 1/ psi

« To calculate nozzle gpm if psi and nozzle number are known.
gpm = nozzle number x 4/ ->
4000

« To calculate psi if gpm and nozzle number are known.
pSI = (nozzle number) x 4000
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